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1328  STEEL WIRE GAUGES 
 
 

  DECIMAL  DECIMAL DECIMAL  DECIMAL 
GAUGE  EQUIVALENT  EQUIVALENT GAUGE  EQUIVALENT  EQUIVALENT 

NO.  mm  in. NO.  mm  in. 

      
0/7  12.446  0.490 9  3.759  0.148 
0/6  11.735  0.462 9 1/2  3.607  0.142 
0/5  10.922  0.430 10  3.429  0.135 
0/4  10.008  0.394 10 1/2  3.251  0.128 
0/3  9.195  0.362 11  3.048  0.120 
0/2  8.407  0.331 11 1/2  2.870  0.113 
0/1  7.772  0.306 12  2.692  0.106 
1  7.188  0.283 12 1/2  2.515  0.099 

1 1/2  6.909  0.272 13  2.337  0.092 
2  6.655  0.262 13 1/2  2.184  0.086 

2 1/2  6.426  0.253 14  2.032  0.080 
3  6.198  0.244 14 1/2  1.930  0.076 

3 1/2  5.944  0.234 15  1.829  0.072 
4  5.715  0.225 15 1/2  1.702  0.067 

4 1/2  5.486  0.216 16  1.575  0.062 
5  5.258  0.207 16 1/2  1.473  0.058 

5 1/2  5.080  0.200 17  1.372  0.054 
6  4.877  0.192 17 1/2  1.295  0.051 

6 1/2  4.674  0.184 18  1.219  0.048 
7  4.496  0.177 18 1/2  1.118  0.044 

7 1/2  4.318  0.170 19  1.041  0.041 
8  4.115  0.162 19 1/2  0.965  0.038 

8 1/2  3.937  0.155 20  0.889  0.035 
 

The steel wire gauge outlined in this table has been taken from the original Washburn and Moen Gauge 
Chart.  In 20 gauge and courser, sizes originally quoted to 4 decimal equivalent places have been 
rounded to 3 decimal places in accordance with rounding procedures of ASTM Standard Practice E29. 
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